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Grade EN1303: 160B0C4D

Category of use [1]: [1] High resistance

Durabilty [4,5,6]: [6] 100,000 cycles

Door mass: [0] No requirement

Fire resistance [0,A,B]: [B] suitable for use on fire/smoke resisting assemblies

Safety: [0] No requirement

Corrosion and temperature [0,A,B,C]: [C] High resistance

Key security [1-6]: [4] High security

Attack resistance [0,A,B,C,D] [D] High resistance

LV

Klase EN1303: 160B0C4D

Liet. kategorija [1]: [1] Augsta intensitāte

Izturība [4,5,6]: [6] 100,000 cikli

Durvju masa: [0] Nav nepieciešams

Ugunsdrošība [0,A,B]: [B] piemērots lietošanai uz uguns/dūmu izturīgām durvīm

Drošība [0] Nav nepieciešams

Korozija un temperatūra [0,A,B,C] [C] Augsta izturība

Atslēgas drošība [1-6]: [4] Augsta drošība

Pretuzlaušana [0,A,B,C,D]: [D] Augsta izturība

RU

Класс EN1303: 160B0C4D

Категория использования [1]: [1] Высокая интенсивность

Прочность [4,5,6]: [6] 100 000 циклов

Масса двери: [0] Не требуется

Противопожарная защита [0,A,B]: [B] подходит для использования на огнестойких/дымостойких дверях

Безопасность [0] Не требуется

Коррозия и температура [0,A,B,C] [C] Высокая надёжность

Безопаность ключа [1-6]: [4] Высокая безопасность

Взломостойкость [0,A,B,C,D]: [D] Высокая надёжность


